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Electrical Equipment  

 Short lead Ɵmes to the U.S. and Canada: 3 to 12 months  
  

Power Transformer 
Voltage up to 750 kV 
Power up to 700 MVA 
Generator step-up 
SubstaƟons 
Data centers 
Renewables   
 

Dead Tank Circuit Breaker  
SF6-insulated 
Voltage up to 800 kV 
Short current up to 63 kA 
Gang-operated or IPO 

MV Oil Transformer 
Three-phase 
Pad-mounted, oil-filled 
Voltage up to 34.5 kV 
Power up to 6,000 kVA 
Data centers 
Solar/wind step-up 
BESS integraƟon  

MV Dry Transformer 
Three-phase 
Cast Coil / VPI 
Voltage up to 36 kV 
Power up to 20,000 kVA 
Data centers 

MV Metal-Clad Switchgear 
15, 27, 38 kV classes 
ConƟnuous current: 1,200, 
2,000, 3,000, 4000 A 
Interrupt raƟng: up to 50 kA   
Indoor and Outdoor 
Arc-resistant 
IEEE C37.20.2; IEEE C37.20.7 
NEMA 1 and 3R enclosures 

 Phone: +1-713-849-5679, Email: sales@sunndaenergy.com, Web: hƩps://www.sunndaenergy.com  
 

MV Compact GIS Switchgear 
5-38 kV  
ConƟnuous current: up to 
3,000 A 
Interrupt raƟng: up to 40 kA   
Arc-resistant 
IEEE C37.20.9 
Small footprint 


